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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



IS 2818-5 (1974): Indian Hessian, Part 5: 298 g/m2 at 16 
Percent Contract Regain [TXD 3: Jute and Jute Products] 




Jawaharlal Nehru 
'Step Out From the Old to the New" 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 
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PROTECTED BY COPYRIGHT 



AMENDMENT NO. 2 NOVEMBER 2005 

TO 

IS 2818 (PART 5) ; 1974 SPECIFICATION FOR 

INDIAN HESSIAN 

PART 5 298 g/m^ AT 16 PERCENT CONTRACT REGAIN 

[ Page 2, Table 2, SI No. (ix), col 3 ) — Substitute '2' for %\ 

( Page 2, Note 5 ) — Substitute the following for the existing note: 

*The specified oil content value of 3 percent corresponds to an oil content of about 2,6 
percent when determined on dry dcoiled material plus 16 percent moisture regain.' 



( TX 03 ) 



Reprography Unit, BIS, New Delhi, India 



UOC 677*13*064 



Third Reprint MARCH 1983 
( Incorporatlno Amendment No. 1 ) 
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Indian Standard 
SPECIFICATION FOR INDIAN HESSIAN 

PART V 298 g/m« AT 16 PERCENT CONTRACT REGAIN 
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1. Scope —This standard (Part V) prescribes constructional details and other particulars of the following 
type of hessian of such widths as agreed to between the buyer and the seller: 

298 g/m«; 47 x 47 ( or II oz/45 In; 11x12) 

2. Specific Requirements 

2.1 The hessian shall conform to the requirements laid down In Table I. 

2.2 The packed bales or rolls shall conform to the provisions laid down In Table 2. 
2«3 The contract moisture regain shall be 16 percent. 
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TABLE 1 


PARTICULAKS OF HESSIAN 






SI 
No. 


Characttrlttic 




Requirement 




Method of Test 

[S««ISi2SIS 
(P»rtl).|f7|*] 


(i) 


(2) 




(3) 




(4) 


i) 


Mut per square metre 
Tolerance 

"^ 2 percent 




298 g (or II oz/45 in) 




M 


li) 


Ends per decimetre 
(or Porter) 




47 1 
(MO) 










Tolerance 




±2 






6-7 


Hi) 


Picks per decimetre 
(or shots per inch) 

Tolerance 




47 
(120) 

±2 J 








|y) 


Width 
Tolerance 




114-5 cm (or 45 in ) 
(sec Note) 




8-5 


V) 


Breaking load: 












a) Strip method ( 10 x 20 cm ) 
Warpway 


112 kgf (or 248 lb) 




B.8 




Weftway 




no kgf ( or 243 lb) 








b) Grab method ( 


1 X 3 in): 










Warpway 




35-5 kgf ( or 78 lb ) 








Weftway 




35 kgf ( or 77 lb ) 






Not* — The width shill be 114 5 cm or as ipecified in the contract. If the specified width of hessian is 
102 cm or below, the tolerance shall be Ij cm and If it is above 102 cm, the tolerance t hall be IJ percent. 


•Specificttron for Indian hessian: Part 1 General (firit revision). 
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SI 
No. 



(•) 



III) 
iv) 

V) 
VI) 

vil) 
vlii) 

IX) 



TABLE 2 REQUIHeiiENTS OF PACKED BALES OR ROLLS 

( C/flwje 2.2) 



Characteristic 



(2) 



Moisture regain 

Contract mass of a bale ( see Note I ) 

Contract nnass of a roll 



Corrected net mass of a bale or roll 
( see Note 2 ) 

Length of hessian per bale ( see Note 3 ) 



Length of hessian per roll 

Permissible number of medium cuts and short 
pieces per bale 



Number of joints In roll(i) and number of such 
iolned rolls In a consignment ( see Note 4) 

Oil content on dry deolled material basis 
( see Note 5 ) 



Raqulremant 



(3) 
17 percent, Alox 

624 kg 

Calculated on the basis of formula given 
in Note I belovy 



Not less than contract mass 

1 829 m. Min 
(or 2000 yd) 

As specified in the contract 

3 medium cuts, Max 
or 

2 medium cuts and 

I short piece, Max 

As specified in the contract 
6 percent, Max 



Mathod of Tast 

[Saa IS:2ilS 
( Part I ) • 1971 r 

B-2 



B-l 



1 



B.3 



B-9 



Nota I — Contract mass of a bale or roll Is calculated as follows: 

/--. * . r. U.I ^ * II I- bii nominal width (cm) marked ma$s(g/m*) 

Contract mass of a bale or roll In kilogram -■ -— !^ — -x . ^ .X ri^s — - 

* 100 length (m) 1 000 

Contract mass of a bale given in the table is on the basis of 1 145 cm nominal width and marked length of I 829 m 
per bale, 

Nota 2 — Corrected net mass of a bale or roll is calculated as follows: 

^ . J . /CI II net mass X ( 100 + contract recain percent) 
Corrected net mass of a bale or roll = ^- - * — " — ' 



100 ■+• average moisture regain percent 

Nota 3— Length of hessian per bale shall be I 829 m or as specified In the contract. 

Nata 4 — The seller shall indicate on the roll(s) the number of joints, if any. 

Nota 5 — The specified oil content value of 6 percent corresponds to an oil content of about 5 percent when determined 
on dry deoiled material plus 16 percent regain. 
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